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NOTES

1. SEE MN/DOT PLATE NO. 7036 FOR A.D.A.
REQUIREMENTS FOR SIZE, SLOPE, LOCATION AND
TRUNCATED DOME AREA GUIDELINES.

@ IF RAMP IS PAID BY SQ. FT. THEN TRUNCATED DOME
AREA IS PAID IN ADDITION TO RAMP AREA.

@ EJ. = 1/2" PREFORMED JOINT FILLER PER
MN/DOT SPEC. 3702.

4. RAMP THICKNESS IS TO BE MIN. 6" CONCRETE—

MN/DOT SPEC. MIX 3A32 WITH A MIN. OF 4"
AGGREGATE BASE CLASS 2 (INCIDENTAL).

5. PRECAST TRUNCATED DOME MATERIAL
SHALL BE APPROVED BY THE ENGINEER.
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BIKE PATH

BIKE PATH GRADE
SHALL BE NO GREATER

THAN 2% TO PROVIDE
A LANDING STRIP \
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ROUND ALL SLOPED FULL HEIGHT CURB
INTERSECTIONS \
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NOTES

1. SEE MN/DOT PLATE NO. 7036 FOR A.D.A.
REQUIREMENTS FOR SIZE, SLOPE, LOCATION AND
TRUNCATED DOME AREA GUIDELINES.

IF RAMP IS PAID BY SQ. FT. THEN TRUNCATED DOME
AREA IS PAID IN ADDITION TO RAMP AREA.

= 1/2" PREFORMED JOINT FILLER PER

DEPARTMENT OF PUBLIC WORKS

MN/DOT SPEC. 3702. CITY OF ROCHESTER, MINNESOTA
4. RAMP THICKNESS IS TO BE MIN. 6" CONCRETE—
MN/DOT SPEC. MIX 3A32 WITH A MIN. OF 4" BIKEWAY CURB RAMP
AGGREGATE BASE CLASS 2 (INCIDENTAL). P 4 :
5. PRECAST TRUNCATED DOME MATERIAL AV“-S/—’Z 172 /_"’ M ) . f
SHALL BE APPROVED BY THE ENGINEER. ASST. CITY ENGINEER DIRECTOR
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